








Great versatility

















 TH3 TH5

WORK STROKES

X - Transversal table mm 2,000 - 3,000 - 4,000

Y - Vertical head mm 1,500 - 2,000 2,000 - 2,500

Z - Longitudinal column mm 1,500 - 2,000 - 2,500

W - Axial boring bar (TH-S) mm  800  (Ø 130 - 150)  1,000 (Ø 150)

HEAD

TYPE D
Universal 

1x1°/0.001x0.001°° 
ISO 50 (HSK100)

Spindle rotation speed minˉ¹ 5,000/6,000

Spindle power - S1/S6 kW 40/59

Spindle torque - S1/S6 Nm 1,300/1,960

TYPE K
5 axes continuous 

rotation
ISO 50

(HSK100 - HSK63)

A axis ° ± 105° with continuous rotation or positioning every 0.001°

Mech./Elec. Speed minˉ¹ 6,000/10,000/18,000

Mech./Elec. Power kW 30/48

Mech./Elec. Torque Nm 1,030/300/90

TYPE S
Boring bar

ISO 50 (HSK100)

Spindle rotation speed  minˉ¹ 4,000 3,500

Spindle power - S1/S6 kW 40/59 40/59 - 46/65

Spindle torque - S1/S6 Nm 1,650/2,500 1,650/2,500 - 2,050/2,900

TYPE H
Fixed spindle

ISO 50 (HSK100)

Fixed spindle Ø x L mm 280 x 550

Spindle rotation speed minˉ¹   6,000 (12,000 with electro-spindle)

Spindle power - S1/S6 kW 40/59 (48 with electro-spindle)

Spindle torque - S1/S6 Nm 1,400/2,125

FEEDS X-Y-Z m/min 40

MG ROTARY TABLE

Dimensions mm 1,000 x1,200 - 1,600 x 2,000 1,450 x1,450 - 2,000 x 2,500

Load capacity Kg 8,000 12,000

Rotation speed minˉ¹ 10 10

MT TURNING TABLE

Diameter mm 1,250 - 1,600 1,500 - 2,000

Load capacity Turning / Milling Kg 3,000 - 5,000 5,000 - 8,000

Rotation speed minˉ¹ 400 300

AUTOMATIC TOOL CHANGER

No. of tools
30 - 40 - 60 - 80 - 100 - 120 - 160 Chain type

150 - 400 Rack/Type Robot

Max. tool 
dimension

Diameter mm 125 (250)

Length mm 600 - 1,000 (with Robot)











Direct Service +






